REVISED 7/11/14

— G USING FLAGGERS SIDES N
. TYPICAL LEFT _ 1 |roap work TYPICAL RIGHT IDESTREET z =z
W20-7 T-0ZM C OS U O O
24
LANE CLOSURE 20256 LANE CLOSURE . LOSURE TO
THE G20-2 SIGN IS W20-4
ONLY REQUIRED WHEN T |y
WORK WILL EXCEED * 3
180 DAYS OR AS DIRECTED ]
TEMPORARY MARKINGS BY THE PROJECT ENGINEER. W20-1-
WHEN LANE CLOSURES EXCEED ©
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FOR SPEEDS 45 MPH OR LESS L=WSA/60 FOR SPEEDS 40 MPH OR LESS L=W5/60 N VOLUME SITUATIONS, WHERE \
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: VINIMUM TYPICAL SIGN SIZE IS 36" SIGN SPACING MINIMUM TYPICAL SIGN SIZE IS 36" SIGN SPACING Section 6F-83, CURRENT EDITION NIGHT it
o DRUMWITH TYPE Cor TYPE D 360 DEGREE CHANNELIZING DEVICE SPACING INCREASE SIGN SIZE TO 48" WHEN SPACING STARTS FROM THE FIRST DRUM OR DEVICE INCREASE SIGN SIZE TO 48" WHEN SPACING STARTS FROM THE FIRST DRUM OR DEVICE WORK ONLY.
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3. Install Type A Low-Intensity Flashing * THIS DRAWING IS NOT A COC
) @ ) warning lights on signs as directed by NG o S A

O N E the OMUTCD Part 6 Section 6F-78, GUIDANCE ON THE SETUP OF
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